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ELECTRIFIED LOCKS, 
RELAYS & TIMERS

FE AT U R E S

ELECTRIC STRIKES

‘UNIVERSAL’ GRADE 2 ELECTRIC STRIKE
CX-ED2079  

•  CENTERLINE LATCH ENTRY, FOR 
CYLINDRICAL LOCKSETS

•  1/2” - 5/8” (13MM - 16MM)  
LATCH PROJECTION

• DUAL VOLTAGE 12/24V AC OR DC

•  FIELD SELECTABLE FAIL SAFE/FAIL SECURE 
OPEREATION

•  HORIZONTAL ADJUSTABILITY OF  
STRIKE BODY 

•  LOW PROFILE STRIKE BODY

•  3 STAINLESS STEEL FACEPLATES INCLUDED: 
 - ANSI SQUARE  
  4 7/8” X 1 1/4” (124MM x 32MM) 
- ANSI ROUND  
  4 7/8” X 1 1/4” (124MM x 32MM) 
- WOOD DOOR  
  7 15/16” X 1 7/16” (202MM x 37MM)

•  5 YEAR WARRANTY

DE S C RIP TION

A PPLI C ATION

Camden CX-ED2079 low profile grade 2 ANSI strike for cylindrical locksets offers 
the very best strike quality and performance, with three stainless steel faceplates 
provided. The ‘Universal’ strike design delivers unparalleled application flexibility, 
with field selectable voltage, fail safe/fail secure operation and mechanical 
adjustment of the strike body. 
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CX-ED2079 AND  
STAINLESS STEEL FACEPLATES



5502 Timberlea Blvd. Mississauga, ON Canada  L4W 2T7 • Toll Free: 1 877 226-3369 (CAMDEN9)  
Tel: (905) 366-3377 • Fax: (905) 366-3378 • E-mail: info@camdencontrols.com • www.camdencontrols.com

S PECIF I C ATIONS

VOLTAGE: 12/24V AC/DC 

CURRENT DRAW: 300mA@12V DC 
 150mA@24V DC

STATIC STRENGTH: 1000 LBS.

DYNAMIC STRENGTH: 50 FT-LBS.

ENDURANCE: 700,000 CYCLES

MODE: FIELD SELECTABLE 
 FAIL SAFE/FAIL SECURE

MECH. ADJUSTMENT:  STRIKE BODY/FACEPLATE

OPERATION: AC – BUZZ  
 DC – SILENT

DUTY: CONTINUOUS

DIMENSIONS (BODY): 3 3/8” H  x 1 7/8” W x 1 1/8” D 
 (85.7mm x 47mm x 28.6mm )

CX-ED2079L 'UNIVERSAL' GRADE 2 ELECTRIC STRIKE

COM PATIBLE  LO CK S E T SDO OR  F R A M E  T Y PE S

HOLLOW
METAL
FRAME

ALUMINUM
FRAME

WOOD
FRAME

CYLINDRICAL
LOCKSET

FAC E PL AT E S

                   MODE L DE S C RIP TION

CX-ESP1 
CX-ESP2 
CX-ESP4

ANSI Square, 4 7/8” x 1 1/4”, square corners 
ANSI Round, 4 7/8” x 1 1/4”, rounded corners 
Wood Door, 7 7/8” x 1 3/8”, rounded corners

ESP1 - ANSI SQUARE ESP2 - ANSI ROUND ESP4 - WOOD DOOR
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CX-ED2079: GRADE 2 ANSI STRIKE FOR CYLINDRICAL LOCKSETS, 12/24 AC/DC, FAIL SAFE/FAIL SECURE,   
 C/W 3 FACE PLATES 

OR DE RING  IN FOR M ATION

LIT-SP-ED2079


